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STEAM TRAP MONITORING SYSTEM, INSULATION AND PIPING UPGRADES
COLD REPLACE
STEAM TRAP DRAWING rae | ELEV TRAP MODEL. MFG. & EQUIPMENT NO WORK TRAP TRAP REMOVE | REPAIR STEAM/| STEAM o_uo_meW SERVICE m_.mmm/\_u b_,w__w_u RELOCATE | REMOVABLE | o0 bioe
TRAP TAG LOCATION REFERENCE NO. | AREA | uoc e PIPE SIZE PIN SERVED COND REMARKS REQUIRED | MoNITOR | REPLACE/ | TRAP& | CONDENSATE TRAP UNIONS VACUUM | STRAINER | Sxoeo e TRAPS TO INSULATION | | e T 0 MISC.
NO. LOCATION REPAIR PIPING LEAK DEDUCT BREAKERS OUTSIDE AHUS | JACKETS
DEDUCT ALT PIPE
ALT NO. 1
NO. 2
246 WEST PENTHOUSE #2D-900 L.P. EOM DRIP IN 3.2-4 4 B 14 |3/4" ARMSTRONG 811 10 | STEAMMAIN OK | STEAM TRAP OK. WHEN WORN, REPAIR WITH ARMSTRONG #811 PCA REPAIR KIT, 1/8" ORIFICE AND BODY GASKET. INSPECTED 8/2/12. X
FRONT OF AHU-WEST-1-2 DRIP
oir WEST PENTHOUSE #2D-900 AHU-WEST-1-3 24 A - A 214" SPIRAX FT-15 rom | HUMIDIFIER cp | STEAMTRAP IS COLD, SHOULD BE HOT. INSPECT CONTROL VALVE OR FOR CONDENSATE LINE RESTICTIONS. IF REQUIRED, REPAIR STEAM . . .
HUMIDIFIER, UPPER DECK DRIP TRAP WITH TUNSTALL #1FP-SA-15 FACE PLATE REPAIR KIT. INSPECTED 8/2/12.
" WEST PENTHOUSE #2D-900 AHU-WEST-1-3 2o A - A 214" SPIRAX FT-15 ‘om | HUMIDIFIER cp | STEAMTRAP IS COLD, SHOULD BE HOT. INSPECT CONTROL VALVE OR FOR CONDENSATE LINE RESTICTIONS. IF REQUIRED, REPAIR STEAM «
HUMIDIFIER, UPPER DECK DRIP TRAP WITH TUNSTALL #1FP-SA-15 FACE PLATE REPAIR KIT. INSPECTED 8/2/12.
249 _mw/m\qmwmumu:zo%m #2B-900 HIGH PRESSURE DRIP 3-2-5 5 B 3 3/4" SPIRAX B125H-125 115 mqmw_,m\___w\_zz OK | STEAM TRAP IS OK. WHEN WORN. REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. NEW TAG. INSPECTED 8/2/12. X X
250 wwwamwmﬁuzzo%m #2B-900 LOW PRESSURE DRIP 3-2-5 5 F 3 3/4" SPIRAX FT-15 10M mqmw_,m\__w\_zz OK | STEAM TRAP IS OK, BUT SHOWS WEAR. WHEN WORN, REPAIR WITH TUNSTALL #1FP-SA-15 FACE PLATE REPAIR KIT. INSPECTED 8/2/12. X
EAST PENTHOUSE #2B-900 IN BACK OF MAIN PRV ) STEAM MAIN
250A STATION BY 6 SUPPLY GATE VALVE 3-2-5 5 F 12 |3/4" SPIRAX B125H-125 115 o CO | STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. NEW TAG. INSPECTED 8/3/12. X
EAST PENTHOUSE #2B-900 IN BACK OF MAIN PRV STEAM MAIN
2508 STATION, BELOW 6" SUPPLY GATE VALVE CRAWL 3-2-5 5 B 6 |3/4" SPIRAX B125H-125 115 o BT  |REPAIR DEFECTIVE STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. NEW TAG. INSPECTED 8/3/12. X
SPACE
BA-109 MECH ROOM AC-52 HUMIDIFIER (INSIDE ) STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPAIR WITH TUNSTALL #1FP-SA-30 FACE PLATE REPAIR KIT. SHOULD RELOCATE
251 AHU) RIGHT 385 5 F 2 3/4" SPIRAX FT-30 12 HUMIDIFIER CO | STEAM TRAP OUTSIDE OF AHU FOR EASE OF MAINTENANCE. HAS COPPER CONDENSATE LINE . INSPECTED 7/23/12. X X X X X
BA-109 MECH ROOM AC-52 HUMIDIFIER (INSIDE ) STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPAIR WITH TUNSTALL #1FP-DB-15 FACE PLATE REPAIR KIT. SHOULD RELOCATE
252 AHU) LEFT 3-B-5 5 F 2 3/4" DUNHAM-BUSH 40-215 12 HUMIDIFIER co STEAM TRAP OUTSIDE OF AHU FOR EASE OF MAINTENANCE. HAS COPPER CONDENSATE LINE . INSPECTED 7/23/12. X X X X X
BA-109 MECH ROOM AC-51 HUMIDIFIER (INSIDE ] STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPAIR WITH TUNSTALL #1FP-DB-15 FACE PLATE REPAIR KIT. SHOULD RELOCATE
253 AHU) RIGHT 3-B-5 5 F 2 3/4" DUNHAM-BUSH 40-215 12 HUMIDIFIER co STEAM TRAP OUTSIDE OF AHU FOR EASE OF MAINTENANCE. INSPECTED 7/23/12. X X X X
BA-109 MECH ROOM AC-51 HUMIDIFIER (INSIDE ] STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPAIR WITH TUNSTALL 1FP-SA-15 FACE PLATE REPAIR KIT. SHOULD RELOCATE
254 AHU) LEFT 3-B-5 5 F 2 3/4" SPIRAX FT-15 12 | HUMIDIFIER CO | STEAM TRAP OUTSIDE OF AHU FOR EASE OF MAINTENANCE. INSPECTED 7/23/12. X X X X
BA-109 MECH ROOM HIGH PRESSURE DRIP BY ] STEAM TRAP IS OK. WHEN WORN, REPLACE WITH 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG #811-125 INVERTED BUCKET STEAM TRAP. HAS
255 MEDICAL AIR COMPRESSOR 3-B-5 5 D 12| 3/4" SPIRAXTD-52L 115 DRIP TRAP OK | DIE-ELECTRIC UNION. INSPECTED 7/23/12. X X X
3/4" PROFICIENT STEAM MAIN STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPLACE WITH 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG #811-125 INVERTED BUCKET
256 SUB-BASEMENT BED PAN DRIP E.O.M. COL. L6 3-SB-1 1 D 3 TECHNOLOGIES TGEBB2 0 DRIP CO | STEAM TRAP. HAS DI-ELECTRIC UNION. INSPECTED 7/23/12. X
257 SUB-BASEMENT COL. K5 3-SB-3 3 B 3 3/4" SPIRAX B1H-125 40 mqmw_,m\___w\_zz OK | STEAM TRAP IS OK. WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. HAS DIE ELECTRIC UNION. INSPECTED 7/25/12. X
] STEAM MAIN REPAIR DEFECTIVE STEAM TRAP WITH TUNSTALL #2FP-SA-125 FACE PLATE REPAIR KIT. HIGH PRESSURE STEAM, CURRENT STEAM TRAP IS
258 SUB-BASEMENT COL. K3 3-SB-3 3 F 3 1" SPIRAX FT-15 115 o BT | oy Nl o o mere o e X REPLACE X
- SUB.BASEMENT COL. K3 5SB3 5 5 A 214" SPIRAX Th.50 115 | STEAMMAN ok | STEAM TRAP IS OK. WHEN WORN, REPLACE WITH 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG #811-125 INVERTED BUCKET STEAM TRAP. « « «
DRIP INSPECTED 7/23/12.
. STEAM MAIN STEAM TRAP IS COLD-PLUGGED. (NEW TRAP). CHECK FOR CONDENSATE LINE RESTRICTION. IF REQUIRED, REPAIR STEAM TRAP WITH
260 STAIRWAY BY COL. C2 3-SB-3 3 B 3 3/4" SPIRAX B1H-125 15 DRIP CP | SPIRAX #80004 REPAIR KIT. CONDENSATE IS BACKED-UP, REPLACE AS SOON AS POSSIBLE. INSPECTED 7/25/12. X
. STAIRWAY BY COL. F12 2583 5 5 5 3/4" PROFICIENT 5 | STEAMMAN cp  |(NEW TAG#)STEAM TRAP IS COLD-PLUGGED. REPLACE WITH 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG #811-125 INVERTED BUCKET STEAM « «
-F- -SB- TECHNOLOGIES TG55T37 DRIP TRAP. CONDENSATE IS BACKED-UP, REPLACE. CONDENSATE IS BACKED-UP, REPLACE AS SOON AS POSSIBLE. INSPECTED 7/25/12.
. STEAM MAIN STEAM TRAP IS OK. WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/25/12. 7 FT. OF 3" BARE 15 PSIG
262 STAIRWAY BY COL. A12 3-SB-3 3 B 2 3/4" SPIRAX B1H-125 15 DRIP OK [ STEAM PIPE AND (2) 3" 90 ELBOWS NEEDS INSULATION. INSPECTED 7/25/12. X
1/2" PROFICIENT STEAM MAIN STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPLACE WITH 1/2" SPIRAX B1H-125 OR 1/2" ARMSTRONG #811-125 INVERTED
263 STAIRWAY BY COL. H14 3-SB-3 3 D 3 TECHNOLOGIES HGGBHS5 15 DRIP CO | BUCKET STEAM TRAP. INSPECTED 7/24/12. X X
264 mmw._,w»,mm_,\_mzq DOOR #6027 ROOM C-18 STORE 3-SB-4 4 B 4 3/4" SPIRAX B1H-125 40 mqmw__w\____w\_b,_z OK | STEAM TRAP IS OK. WHEN WORN. REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/24/12. X
265 mmw_,w>mm_,\_mzq DOOR #6027 ROOM C-18 STORE 3-SB-4 4 B 3 3/4" SPIRAX B1H-125 115 mqmww\____w\_zz OK | STEAM TRAP IS OK, BUT SHOWS WEAR. WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/24/12. X
266 SUB-BASEMENT DOOR #6027 ROOM C-18 STORE 2584 A 5 ; 214" SPIRAX B1HA25 5 | STEAMMAIN co | STEAMTRAP IS COLD OUT OF SERVICE. (NEW TRAP) IF REQUIRED, REPAIR STEAM TRAP WITH SPIRAX #30004 REPAIR KIT. INSPECTED .
ROOM DRIP 7/24/12.
SUB-BASEMENT DOOR #6027 ROOM C-18 STORE ] STEAM TRAP IS COLD OUT OF SERVICE, VALVED OFF. IF REQUIRED, REPAIR WITH TUNSTALL #1FP-BJ-15 FACE PLACE REPAIR KIT.
267 o e o 3-SB-4 4 F 5 3/4" B&J FT2015 15 | UNIT HEATER CO | omtiin Touis X
268 SUB-BASEMENT COL. A28 3-SB-4 4 B 3 3/4" SPIRAX B1H-125 15 mqmw_,m\__w\_zz OK | STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/24/12. X
] STEAM MAIN STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. AT COL. J29, 6 FT. OF 6" BARE 115 PSIG
269 SUB-BASEMENT COL. K27 3-SB-4 4 B 2 1/2" SPIRAX B1H-125 15 v OK | S1oAM PIEE NEnS NoU Ao eneart B2 X
270 SUB-BASEMENT COL. L30 2584 A 5 5 214" SPIRAX TD.62 o | STEAMMAIN ok | STEAM TRAP IS OK. WHEN WORN, REPLAGE WITH 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG #811-125 INVERTED BUCKET STEAM TRAP. «
DRIP INSPECTED 7/24/12.
) STEAM MAIN STEAM TRAP IS COLD-PLUGGED. HAS NEW STEAM TRAP. CHECK FOR CONDENSATE LINE RESTRICTION. 3/4" GATE VALVE LEAKS
21 SUB-BASEMENT COL. L30 3-SB-4 4 B 3 1/2" SPIRAX B1H-125 0 DRIP CPILK" | CONDENSATE AT OUTLET, REPAIR. IF REQUIRED, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/24/12. X X
272 SUB-BASEMENT COL. V33 3-SB-2 2 B 1 3/4" SPIRAX B125H125 115 mqmww\___w\_zz OK | STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/24/12. X X
) STEAM MAIN NEW STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. 1" BARE STEAM LINE MAY
273 SUB-BASEMENT ENGINEERING DOOR COL. T7 & V7 3-SB-1 1 B 3 [3/4" SPIRAXB1H-125 115 DRIP CO [ NEED INSULATION, INSPECT (MAYBE DEAD). HAS COPPER CONDENSATE LINE. INSPECTED 7/25/12. X X X
274 SUB-BASEMENT ENGINEERING DOOR COL. T9 & V9 3-SB-1 1 B 3 3/4" SPIRAX B1H-125 0 mqmw_w\__w\_zz CO  |NEwW STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/25/12. X X
275 SUB-BASEMENT DOOR D-50 COL. Y12 3-SB-1 1 B 1 3/4" SPIRAX B1H-125 15 mqmww\__w\iz OK | STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/25/12. X
] STEAM MAIN STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. 6 FT. OF 4" BARE STEAM PIPE NEEDS
276 SUB-BASEMENT DOOR D-50 COL. W12 3-SB-1 1 B 1 3/4" SPIRAX B1H-125 15 o OK | R sl ATion - o s e o X
] STEAM MAIN STEAM TRAP IS OK. WHEN WORN, REPLACE WITH 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG #811-125 INVERTED BUCKET STEAM TRAP. HAS
277 SUB-BASEMENT STAIRWELL #5 COL. 26 3-SB-4 4 D 1 3/4" SPIRAX TD-52L 115 e OK | S T e ANGE BIPG. NS aTED Taats X
278 Mﬂw%_,w_/mmmm_«_,\_wﬂq STAIRWELL #8 COL. Q34 BEHIND 3-SB-2 2 B 2 |1/2" SPIRAX B1H-125 0 mqmw_w\____w\_zz OK | STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/24/12. X
279 SUB-BASEMENT COL. L39 3-SB-4 4 B 4 3/4" SPIRAX B1H-125 115 mqmww\____w\_zz OK | STEAM TRAP IS OK. WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/24/12. X
280 MECH. ROOM #D-20 3-B-1 1 B 5 3/4" SPIRAX B1H-125 15 mqmww\__w\iz OK | STEAM TRAP IS OK. (NEW TRAP) WHEN WORN, REPAIR STEAM TRAP WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/25/12. X
STEAM TRAP IS COLD, SHOULD BE HOT. INSPECT CONTROL VALVE OR CONDENSATE LINE FOR RESTRICTIONS. IF REQUIRED, REPAIR
281 MECH. ROOM  #D-20 - AC-7 STEAM COIL 3-B-1 1 B 9 3/4" ARMSTRONG 811 15M | STEAM COIL cP | STEAM TRAP WITH ARMSTRONG #811 PCA REPAIR KIT, 1/4" ORIFICE AND BODY GASKET. NO VACUUM BREAKER PRESENT, INSTALL X X X
TUNSTALL VB-3/4 STEAM SERVICE VACUUM BREAKER AT COIL OUTLET. INSPECTED 7/25/12.
3/4" PROFICIENT STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPLACE WITH 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG #811-125 INVERTED
] 282 MECH. ROOM  #D-20 HUMIDIFIER 3-8-1 1 D 2 TECHNOLOGIES TGETB7 15 HUMIDIFIER CO | BUCKET STEAM TRAP. INSPECTED 7/25/12. X X
STEAM TRAP OK. WHEN WORN, REPAIR STEAM TRAP WITH TUNSTALL #1FP-SA-15 FACE PLATE REPAIR KIT. REMOVE EXTERNAL AIR VENT
283 MECH. ROOM #D-20 STEAM COIL 3-B-1 1 F 1 3/4" SPIRAX FT-15 15M | STEAM coIL OK |FROM STEAM SUPPLY. NO VACUUM BREAKER PRESENT, INSTALL TUNSTALL VB-3/4 STEAM SERVICE VACUUM BREAKER AT COIL OUTLET. X
INSPECTED 7/25/12
284 MECH. ROOM  #D-20 AC-4 STEAM COIL 3-B-1 1 F 1 11/2" SPIRAX FT-15 15M | STEAM COIL CO | REMOVED DISCONNECTED FOR NEW CONSTRUCTION. INSPECTED 7/25/12. X
REPAIR DEFECTIVE STEAM TRAP WITH TUNSTALL #3FP-SA-15 FACE PLATE REPAIR KIT. HAS COPPER CONDENSATE PIPING DISCHARGE .
285 MECH. ROOM #D-20 AC-3 PRE-HEAT STEAM COIL 3-B-1 1 F 3 1 1/4" SPIRAX FT-15 15M | STEAM colL LK  |EXISTING VACUUM BREAKER TIED INTO CONDENSATE LINE, INSTALL TUNSTALL 3/4" STEAM SERVICE VACUUM BREAKER OPEN TO X X X
ATMOSPHERE. INSPECTED 7/25/12.
COLUMN REFERENCE NOTES:
@ FURNISH AND INSTALL AN ACOUSTIC WIRELESS STEAM TRAP MONITORING SENSOR PER SPECIFICATIONS.
® FURNISH AND INSTALL NEW Y-STRAINERS BETWEEN SHUT-OFF VALVE AND INLET TO STEAM TRAP.
@ REPLACE OR REPAIR STEAM TRAP IN ACCORDANCE WITH DESCRIPTION IN REMARKS COLUMN.
© REPIPE ELEVATED CONDENSATE PIPING AT LOCATIONS NOTED. SEE DETAILS ON DRAWINGS { 3-PH-4 | 4-02 | 4-03 | 4-04 | 4-05 }
® REMOVE STEAM TRAP AND ALL ABANDONED CONDENSATE PIPING TO A POINT WHERE THE CONDENSATE LINE IS LIVE. CAP.
@ NO WORK REQUIRED
@ REPAIR STEAM/CONDENSATE LEAK IN ACCORCANGE WITH DESCRIPTION IN REMARKS COLUMN.
) NO WORK REQUIRED
® COLD STEAM TRAPS: REPAIR THE VALVES, CONTROLS ETC. AS DESCRIBED IN THE REMARKS COLUMN. INVESTIGATE AND DETERMINE THE REASON FOR ANY OTHER NON-FUNCTIONING STEAM TRAp 0 NOWO QU
THAT WERE FOUND TO BE COLD. FIX ALL ITEMS FOUND TO BE NEEDING REPAIR. (FOR PURPOSES OF THIS BID ASSUME THE CONTROL VALVES REQUIRE REPAIR OR REPLACEMENT.) DEDUCT ALTERNATE @ NO WORK REQUIRED
— NO-1. ® MISCELLANEOUS
© REPLACE THE EXISTING COPPER PIPING WITH NEW STEEL PIPE AND REPLACE THE EXISTING DIELECTRIC UNIONS AND NIPPLES WITH EQUIVALENT SIZES. SEE THE REMARKS COLUMN FOR REQUIRED
WORK. SEE THE SPECIFICATIONS FOR THE REQUIRED MATERIALS AND FITTINGS. INSULATE ALL NEW & EXISTING BARE PIPE. DEDUCT ALTERNATE NO. 2.
@ FURNISH AND INSTALL NEW STEAM VACUUM BREAKERS IN ACCORDANCE WITH THE REMARKS COLUMN.
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